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Use & operation  Code Pro

Get to know the outside unit

Fingerprint scanner
001-199 prints 

Code panel 
000 Master codes
001-999 user codes

RFID reader
001-999 tags 
(mifare classic)

Operating tone
Normal, low or mute

Sabotage protection
Disables unit for 5 minutes 

after 3 failed a�empts

Camouflage function 
Masks your code by hiding it 

between false digits

Versatile handle
Fits right- and 

left-hinged doors

Autolock on or o�
Relocks after 7s or 
stays in the latest state

Emergency keys
Stored outside your home

Quick lock
Press * to lock the outside 
unit, if it was left unlocked
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Magnetic ba�ery cover
Easy to replace ba�eries

Low ba�ery alarm
Beeps to alert you when 

the ba�ery is low

Passage mode (pause auto-lock)
Hold # for 2 seconds to temporarily disable 
auto-lock. The lock stays open until # is 
pressed again or use any of the access 
functions on the outside unit

Unlocked warning
The *-bu�on blinks every 
5 seconds when the door 
is unlocked from outside

*

Always open function
Lets you open the door from the 
inside, regardless of the lock state 
(unless security mode is on)

Powered by 
3 x AA-ba�eries 
DC 1.5V alkaline or Rechargeable 
ba�ery (sold separately)

Security mode
Disable the inside handle to block 

escape in case of burglary. Activate 
with your code and #. Starts after 

a 10-second countdown. Use only 
when no one is home.

Connect Module slot
For app and smart home 
connectivity (sold seperatly)

Reset bu�on

Module slot

Use & operation  Code Pro

Get to know the inside unit
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Get to know  Code Pro

Understand the features
Get to know the speci�cations for your new nimly device.

Speci�cations

Door type  Front door

No. of �nger prints 199 unique

No. of codes  999 unique

No. of key tags 999 unique

Backup solution 3x emergency keys

Door thickness 50 - 90 mm

Approvals  SBSC class 3, FG, CE

Ba�eries  3x 1.5V AA (alkaline)

Inside dimensions 224x45x28 mm

Outside dimensions 184x45x28 mm

Important information 
Our products are supplied with emergency keys for a mechanical backup solution, which must be stored outside of your home.  
The emergency keys must be available in the event of an emergency, such as drained ba�ery, component failure following 
vandalism or similar instances. Contact customer service immediately if you suspect a product fault. Nimly disclaims all liability 
and costs related to missing emergency key(s).

Class 3 SSF 3522 compliance criteria: Minimum 4 digits for all master and user codes, the included security screws must be 
used in the installation, the anti-sabotage function must be activated, the camouflage function must be deactivated, security 
mode of the inside handle must be used and 2-FA must be enabled. 
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Before your start  Code Pro

You should know this �rst
Read the guide carefully and familiarize yourself with 
the contents of the product packaging.

Front plate

Strike plate

Mortise

Door thickness
50-90mm

Verify compatibility 
Is the model compatible with your door? 
The product is compatible with both right- and left-hinged doors, 
recessed according to the Scandinavian standard (SS 817375:2018) 
for front doors.

Check that the front plate on your mortise is 225x22 mm

Check that the strike plate in the door frame is 200x40 mm

Distance from door edge to hole center is 50 mm

Remove the cylinder and door handle – holes approx. 40 mm

You need Included tool Do not useRequired  for the installation
Phillips-head screwdriver, heavy-duty pliers, 
and the included tool.

Do not use an electric drill for the fastening screws!

@ nimlyhome
See our videos

Scan the QR code 
with your mobile
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Installation Guide  Code Pro

1 Locate the emergency keys

Install the striker plate 2

Door 
frame

Striker plate

Adjustment 
tab

Mount the striker plate in your door frame, using the existing 
screws. The rectangular side should face the outside of the frame. 

If needed, you may readjust the bo�om adjustment tab after the 
installation, using a flat screwdriver. 

Unbox all content inside the product box, familiarize yourself with 
all the items and locate the included emergency keys. 

Make sure you always have the emergency keys available during 
installation. 

Test the keys in the keyhole on the outside unit. Remove the 
existing door handle and lock from the door.

Keep the door open during installation. 
Do not close it until installation is complete.
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Installation Guide  Code Pro

Place the rubber seal and the outside unit on the door. Insert the 
emergency key into the outside unit and turn it 90 degrees. This 
tests the emergency key, stabilizes the lock, and ensures you won’t 
get locked out. 

Make sure the flange of the gasket surrounds the back of the lock. 
The rubber seal must not be compressed, as this could allow 
moisture to seep in. 

The red mark on the square spindle must point upwards. Pass the 
wire through the top hole of the mortise.

Verify that the latch bolts are set in the correct direction with the 
inclined side towards the doorframe. 

If necessary, remove the front plate and rotate the latch bolts. If the 
hook bolt is engaged and covering one of the screws, simply use a 
large flathead screwdriver (or the key) to rotate the square spindle 
hole. 

Mount the mortise in your door, using the existing screws. It should 
slide into place easily without resistance.

3 Install the mortise 

A�ach the outside unit4

Front plate

Hook bolt

Latch bolts 
(rotateable)

Wire cable

Outside unit

Square spindle 
with red mark

 

Do not remove the screws on the side of the mortise. This will void the warranty.

Square 
spindle hole
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Installation Guide  Code Pro

Place insulation in both the inner and outer holes of the door. 

Mount the inside bracket with the cu�able screws from the inside. 
Two screws at the top and two at the bo�om. Tighten carefully.

Tighten carefully with a Phillips screwdriver. Do not use a drill. 
Make sure the cable is not caught or tangled and make sure that the 
rubber seal on the outside unit seals evenly. 

It is important to center the square spindle in the hole of the 
mounting plate. 

Adjust the cu�able screws so that they match the thickness of the 
door. Use strong pliers to cut them to the desired length.

Be cautious! Incorrect tightening of the outside unitmay lead to 
leaks and potential malfunctions.

5 Adjust the cu�able screws 

A�ach the inside bracket6

Door side

Isolation

Make sure the square spindle 
is centered in the hole

Left hinged 
doors

Right hinged 
doors
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Installation Guide  Code Pro

Insert the excess cord into the door to prevent it from ge�ing 
caught. Slide the inside unit carefully into place and ensure that the 
gasket seals evenly around the inside unit.

Place the rubber seal on the inside bracket and connect the cable 
to the inside unit. Make sure that the seal covers the entire inside 
bracket evenly. The deep flange should face the inside bracket to 
cover it.

Optional: If you purchased the Connect Module, install it now in the 
inside unit before proceeding.

7 Connect the inside unit

Position the inside unit8

Inside unit

Inside bracket with rubber seal

Reset bu�on

Module slot
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Installation Guide  Code Pro

Mount both handles. The exterior door handle has a hole for the key 
cylinder. Place the handles in the desired direction for your door 
and use the supplied tool to fasten the screws. 

Before you continue: Pull the inside handle downwards. 
The handle should move easily and pull the latches into the mortise. 
If you feel unexpected resistance, the lock may be mounted at an 
angle or too tight.

Fit the inside of the lock by fastening both the short fastening 
screws in the ba�ery holder and the longest fastening screw at the 
bo�om of the unit. 
Tighten carefully. 

Install all ba�eries and the ba�ery cover.

9 A�ach the inside unit

Install the handles10

 Ba�ery holder 
screw holes 

Bo�om 
screw hole 
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Installation Guide  Code Pro

Close the door and verify that the hook bolt extends upon closure. 
The smallest latch in the mortise triggers the hook bolt by being 
pressed in by the middle section (divider) of the strike plate.

If the gap between the door frame and door becomes too large, 
you can use the included spacer behind the strike plate.

If the hook bolt still does not extend when the door is closed, the 
door may be misaligned. Check that the center latch aligns with the 
divider in the strike plate. If not, adjust the door at the hinges.

Make sure the hook bolt travels freely within the striker plate.

Make sure the lock works with your emergency keys before closing 
the door. Insert the emergency key and turn it 90°, 
so the key is horizontal in the cylinder. The outside handle will now 
be engaged and you may open the door mechanically. 

Remove the key and store one or more of these safely at another 
location. 

Test the lock electronically with factory code 123#. Unlock is 
con�rmed by a green flash and a short tone.

11 Test all functions of the lock

Complete the installation12
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Checklist before your proceed  Code Pro
Make sure the installation went well

Great job so far! 
Before you continue with adding access, follow the checklist to con�rm the installation went well. 

Did you verify that the emergency keys worked with the lock?
If the lock doesn't unlock with the emergency keys, you may need to uninstsall it from the door and check that the red mark 
on the square spindle is oriented upwards.

Store the emergency keys outside of the home
Choose a secure storage location, such as a key box, in your car, at the o�ce, or on a keyring you have control over.

Check that the ba�eries are installed correctly and that the device is powered on
Test the lock electronically by unlocking with factory code 123 followed by * or #.

Con�rm that the door sits flush with the door frame. 
You might need to adjust the door itself or use the adjustment tabs in the striker plate.

Well done!
Treat yourself to a short break, if you'd like.
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Stand alone or app control  Code Pro
Before you start

Did you purchase a Connect Module & Gateway, or are you connecting to a compatible smart home system?
Install the module according to its own instructions and carry out the programming by using the application. 
Otherwise, continue with the next step to continue with manual programming.

Stand aloneA
The lock can be used without any app-accessories 
installed. Programming is carried out directly on 
the outside unit.

Use the nimly connect appB
Manage your lock, share access, receive 
unlock-noti�cations and more with the nimly 
connect app. 

Requires: 
lock + connect module + connect gateway

Smart home platformsC
Add the lock to your existing smart home system 
(with support) and manage your lock from your 
preferred app.

Requires: 
lock + connect module + compatible gateway

Works with Homey

Talks with 

No gateway required with unloc!

and many more!
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To program the lock, you must �rst replace the factory code with your own master code. 
Only master codes can be used for programming the unit. All programming sequences are entered on the outside unit. 

Add master code  Code Pro

Programming with master code
The master code is used to program 
access and functions on the lock. 
Your master code can also be used 
to unlock.

Create master code

User slot 000 is reserved for your master code. 
The factory code is 123. All codes can contain up to 8 
digits, we recommend at least 6 for improved security.

The master code is used to program other accesses and functions on 
the lock. Your master code can also be used to unlock (optional).

Add your master code
Enter:
#01  000  Factory code  #  new master code  #  new master code  #

Example:
#01  000  123  #  345678  #  345678  #

Master codes can not be removed, only overwri�en.
You can overwrite your existing master code with a new code 
by using the same user slot or by rese�ing the device.
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Add user codes

User codes can be added to user slot 001 to 999.  All codes can 
contain up to 8 digits. We recommend at least 4 digits for user 
codes.

Add the �rst user code
Enter:
#02  User slot  Master code  #  new user code  #  new user code  #

Example:
#02  001  345678  #  2323  #  2323  #

Do you want to remove a code?
You must know the user slot it was �rst registered at. 

Enter: #02  User slot  Master code  *0

To program the lock, you must �rst replace the factory code with your own master code. 
Only master codes can be used for programming the unit. All programming sequences are entered on the outside unit. 

Add user codes  Code Pro

Unlock with code
Enter your code on the outside unit 

and con�rm entry with * or #.
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To program the lock, you must �rst replace the factory code with your own master code. 
Only master codes can be used for programming the unit. All programming sequences are entered on the outside unit. 

Add tags  Code Pro

Unlock with tags
Hold the key tag close to the tag reader 
(nimly-icon) to unlock with a key tag.

Key tags can be added to user slot 001 to 999. 
We recommend using our nimly tags. Tags from other 
manufacturers may be supported, if they use Mifare 
classic protocol.

Add key tags

Add the �rst key tag
Enter:
#03  User slot  Master code  #  Place tag on the nimly-icon

Example:
#03  001  345678  #  Place tag on the nimly-icon

Do you want to remove a key tag?
You must know the user slot it was �rst registered at. Key tags can 
be deleted without having access to the tag itself. If a tag goes 
missing, we recommend deleting it from its user slot as soon as 
possible. 

Enter:  #03  User slot  Master code  *0
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To program the lock, you must �rst replace the factory code with your own master code. 
Only master codes can be used for programming the unit. All programming sequences are entered on the outside unit. 

Add �nger prints  Code Pro

Add �nger prints

Finger prints can be added to user slot 001 to 199. Make sure you 
have a clean �ngerprint during registration and when unlocking. Place 
your �nger gently on the reader without applying too much pressure. 
We recommend registering prints from both hands.

Add the �rst �nger print
Enter:    Example:
#04  User slot  Master code  # #04  001  345678  #

When the scanner lights up, gently place your �nger on it. Lift at the 
beep, then place it back. Repeat until the lock con�rms with a green 
light and long beep, adjusting your grip slightly each time.

Do you want to remove a �nger print?
You must know the user slot it was �rst registered at.

Enter: #04  User slot  Master code  *0

Unlock with �ngerprint
Gently place a clean and dry �nger 

on the �ngerprint scanner.
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Auto-lock
The lock will automatically lock the outside unit 7 seconds after 
you unlock it (recommended). If the function is turned o�, you will 
need to manually change the lock state using any of the access 
functions on the outside unit or by pressing # on the inside unit.

Deactivate auto-lock
Enter:
#11  Master code  #0

Example:
#11  345678  #0

Activate auto-lock
Enter:
#11  Master code  #1

Example:
#11  345678  #1

Auto-lock countdown time
With auto-lock enabled, you can adjust how long the outside 
unit remains unlocked before the auto-lock function activates. 
Choose a time between 001 - 255 seconds. We recommend at 
least 10 seconds or less. 

Set countdown to 7 seconds
Enter:
#12  Master code  #007

Example:
#12  345678  #007

Set countdown to 10 seconds
Enter:
#12  Master code  #010

Example:
#12  345678  #010

To program the lock, you must �rst replace the factory code with your own master code. 
Only master codes can be used for programming the unit. All programming sequences are entered on the outside unit. 

Lock se�ings  Code Pro

A green flash and tone con�rm successful programming. Red flashes indicate failure. You may have used too long time. 

Default se�ing SBSC requirements 
(optional)

Unlock with master code
If you want your master code (user slot 000) to be used only as 
a programming code and not for unlocking, you can disable the 
unlock option. Be sure to keep track of your master code.

Activate unlock option
Enter:
#13  Master code  #1

Example:
#13  345678  #1

Deactivate unlock option
Enter:
#13  Master code  #0

Example:
#13  345678  #0

Passage mode (pause auto-lock)
Pause auto-lock when you hold # on the inside unit for 2 seconds. 
The outside unit will remain unlocked until you press # again or 
use one of the access functions on the outside unit.

Deactivate passage mode
Enter:
#14  Master code  #0

Example:
#14  345678  #0

Activate passage mode
Enter:
#14  Master code  #1

Example:
#14  345678  #1
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To program the lock, you must �rst replace the factory code with your own master code. 
Only master codes can be used for programming the unit. All programming sequences are entered on the outside unit. 

Lock se�ings  Code Pro Default se�ing SBSC requirements 
(optional)

A green flash and tone con�rm successful programming. Red flashes indicate failure. You may have used too long time. 

Quick-lock
If auto-lock is disabled or passage mode is active, the quick 
lock function allows you to lock the outside unit with a 
quick press of * on the outside unit.

Deactivate quick-lock
Enter:
#15  Master code  #0

Example:
#15  345678  #0

Activate quick-lock
Enter:
#15  Master code  #1

Example:
#15  345678  #1

2-factor authentication
The function requires you to combine two access methods to 
unlock. Either code + key tag or code + �ngerprint. Be aware that 
the code, key tag, or �ngerprint must be registered on the same 
user slot. The master code works independently.

Activate 2FA
Enter:
#16  Master code  #1

Example:
#16  345678  #1

Deactivate 2FA
Enter:
#16  Master code  #0

Example:
#16  345678  #0
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To program the lock, you must �rst replace the factory code with your own master code. 
Only master codes can be used for programming the unit. All programming sequences are entered on the outside unit. 

Usage se�ings  Code Pro

A green flash and tone con�rm successful programming. Red flashes indicate failure. You may have used too long time. 

Default se�ing SBSC requirements 
(optional)

Change volume
The operating tone on the outside unit can be changed from 
normal to low or silent. Choose your desired tone level:

0 = Silent   1 = Low  2 = Normal

Set volume to low
Enter:
#21  Master code  #1

Example:
#21  345678  #1

Set volume to normal
Enter:
#21  Master code  #2

Example:
#21  345678  #2

Camouflage function
The function allows you to enter false digits before and after your 
actual code to camouflage it from others. For example, if your 
code is 3456, you can enter 21345681# (20 digits max).

Deactivate camouflage function
Enter:
#22  Master code  #0

Example:
#22  345678  #0

Activate camouflage function
Enter:
#22  Master code  #1

Example:
#22  345678  #1

Anti-sabotage protection
If the wrong code is entered three times in a row, the anti-sabotage 
function disables the code panel on the outside unit for 5 minutes. 
The panel will automatically start functioning again.

Activate anti-sabotage
Enter:
#23  Master code  #1

Example:
#23  345678  #1

Deactivate anti-sabotage 
Enter:
#23  Master code  #0

Example:
#23  345678  #0

Press-to-wake
This function determines whether the �rst bu�on pressed on 
the code panel should wake the panel or be registered as a 
part of your code, allowing you to start code entry directly.

Activate press-to-wake
Enter:
#24  Master code  #1

Example:
#24  345678  #1

Deactivate press-to-wake
Enter:
#24  Master code  #0

Example:
#24  345678  #0
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To program the lock, you must �rst replace the factory code with your own master code. 
Only master codes can be used for programming the unit. All programming sequences are entered on the outside unit. 

Usage se�ings  Code Pro Default se�ing SBSC requirements 
(optional)

A green flash and tone con�rm successful programming. Red flashes indicate failure. You may have used too long time. 

Panel light duration
After the code panel has been activated, it automatically 
shuts o� after 7 seconds if it is not being used. You may adjust 
the time (001-015 seconds) before the panel shuts down due 
to inactivity. 

Set duration to 2 seconds
Enter:
#25  Master code  #002

Example:
#25  345678  #002

Set duration to 7 seconds
Enter:
#25  Master code  #007

Example:
#25  345678  #007

Visual feedback
This function makes either each individual bu�on or the entire 
code panel flash briefly every time a number is pressed, 
providing visual con�rmation of each entry.
0 = No feedback  1 = Entire panel  2 = Individual bu�on

Deactivate visual feedback
Enter:
#26  Master code  #0

Example:
#26  345678  #0

Activate individual bu�on
Enter:
#26  Master code  #1

Example:
#26  345678  #1

Status indicator
The *-bu�on on the inside keypad blinks every 5 seconds to 
indicate that the outside unit is unlocked. It is used to check the 
lock's status, for example, before going to bed.

Activate status indicator
Enter:
#27  Master code  #1

Example:
#27  345678  #1

Deactivate status indicator
Enter:
#27  Master code  #0

Example:
#27  345678  #0
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Reset  Code Pro

1 Perform the reset on the inside unit

 

4. Hold the 
Reset bu�on
(2 seconds)

Restore factory se�ings and delete all registered access. The factory code 123 will be restored.
Be aware that on certain models, se�ings on the lock may still remain even after rese�ing the lock.

1. Unscrew 
from the door

2. Re-insert 
the ba�eries

3. Make sure 
the units are 
connected

The lock con�rms a successful reset with a long beep and a green flash. Verify that the factory code 123# has been restored
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Notes  Code Pro

Fingerprints

User slot Name Note

Tags

User slot Name Note

003 Member Hint 003 Member Green tag

Other notes

Note

Changed the volume to low

Codes

User slot Name Note

003 Member Hint
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© 2025 nimly. 
All rights reserved.
h�ps://www.nimly.io/For commercial use, see our terms www.nimly.io

Show o� your new upgrade and 
tag us on social media.
@ nimlyhome

We hope you enjoy your new nimly device.


